
Power Supplies
PSH-Series
PSP-Series
PSS-Series
PST-Series
GPS-4303 



Product Description Wayne Kerr  
Order No.

PSU 0 -10V DC @ 36A 1JPSH1036
RS232 Interface Fitted

PSU 0 -10V DC @ 70A 1JPSH1070
RS232 Interface Fitted

PSU 0 -10V DC @ 100A 1JPSH10100
RS232 Interface Fitted

PSP-Series 
• LCD Display
• Output ON/OFF control
• Over Voltage, Over Current and Over Power Protection
• Percentage deviation mode for Current or Voltage
• RS-232C Interface

PSS-Series
• High Resolution 10mV 1mA
• High Stability, Low Drift
• Over Voltage, Over Current, Over Temperature Protection
• Intelligent Fan Control 
• Built in Buzzer Alarm
• RS-232C Interface
• Or IEEE-488.2 (GPIB Interface)

Product Description Wayne Kerr 
Order No.

PSU 0 - 32V DC @ 3A 1JPSS3203
RS232 Interface Fitted

PSU 0 -32V DC @ 3A 1JPSS3203G
GPIB Interface Fitted

PSU 0 -20V DC @ 5A 1JPSS2005
RS232 Interface Fitted

PSU 0 -20V DC @ 5A 1JPSS20O5G
GPIB Interface Fitted

PST-Series
• High Resolution 10mV 1mA
• 192x128 LCD Display
• Displays Several Settings and Measurement Results Simultaneously
• Over Voltage, Over Current, Over Temperature Protection
• 100 Memory Locations  for saving settings
• Auto Series and Parallel Function
• RS-232C Interface
• Or IEEE-488.2 (GPIB Interface)  

Product Description Wayne Kerr 
Order No.

PSU Triple 0 -32V DC @ 1A 1JPST3201
RS232 Interface Fitted

PSU Triple 0 - 32V DC @ 1A 1JPST3201G
GPIB Interface Fitted

PSU Dual 0 - 32V DC @ 2A 1JPST3202
Single 0 - 6V DC @ 5A
RS232 Interface Fitted

PSU Dual 0 - 32V DC @ 2A 1JPST3202G
Single 0 - 6V DC @ 5A
GPIB Interface Fitted

GPS-4303 
• Independent Power supplies
• Series or Parallel operation (constant voltage or constant current)
• High stability
• Variable output Voltage and Current

Product Description Wayne Kerr 
Order No.

Digital PSU Dual 0 - 30V DC @3A 1JGPS4303
Single 2.2 - 5.2V DC @ 1A (fixed)
Single 8 - 15V DC @ 1A (fixed)

Product Description Wayne Kerr  
Order No.

PSU 0 - 60V DC @ 3.5A 1JPSP603
RS232 Interface Fitted

PSU 0 - 40V DC @ 5A 1JPSP405
RS232 Interface Fitted

PSU 0 - 20V DC @ 10A 1JPSP2010
RS232 Interface Fitted
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PSH Series Single Output Switch Mode
Programmable Power Supplies

PSP Series Single Output Programmable
Power Supplies

PSS Series Single Output Programmable
Power Supplies

PST Series Triple Outputs Programmable
Power Supplies

PSH Series Programmable Power Supply
• Wide Input Voltage Range and High Power Factor
• High Efficiency
• Constant Voltage and Constant Current Operation
• Over Voltage, Over Current and Over Temperature Protection.
• Remote Control
• Output On/Off Control
• Self-test and Software Calibration
• LCD Display
• Built-in Buzzer Alarm
• RS-232C Interface

GPS-4303 Quad Outputs D.C. Power Supply


